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CONTRACT * 68072

Size and spacing of slotted
openings shall be the same

as shown for C.M. collars

Use rods and lugs fo clamp
bands securely fto pipe

600(24)

ﬂ MIN. /

Band of helical
or corrugated pipe

Metal collar to be
welded to center of
pipe band

PARTIAL ELEVATION

Bend a 90° anglie 29(1/p) wide
as shown In drawing

NOTE:
For detalls of fabrication
dimensions, slotted holes and
notes, see notes and dimension
table shown below.

50(2) 29(1/g)
e ]
T// >{2mu@

\F]GT sheet metal collar shall be
cut to fit corrugations of helical band
or corrugated steel culvert and

13(/,) dla. rod and
welded with a continuous weld

lug 2 required per band

ISOMETRIC VIEW

DETAILS OF CORRUGATED PIPE COLLAR

Finished grade

Rivet or spot weld
150{6) C.C. max.

150(6) min. (NOTE T)

Diaphragm connecting
band with corrugations

E\Ins%oll with vertical

corrugations

13x50(/2%x2) horizontal |
slotted holes In
upper sectTion for |
MI0(¥%) dia. bolts | \
\13(‘/2) dia. steel
600(24) rod,- 2 required
. min. per band

13x50(/5%x2) horizontal

[ slotted holes In T T
lower section for
M10(3%4) dia. bolts ‘ ‘

T i he o | ‘ 4 ‘ ‘
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: ® o Weld both sides R
| £ | | s,
1 o ! [ ! Corrugated metal
‘ I \Q a i 1 1 sheet welded to —
center of band
W
J SECTION A-A
A
ELEVATION

DETAILS OF SEEPAGE COLLAR

SEEPAGE COLLAR SPACING

Less than 600(24) pipe: 3C0m (100) spacing or midpoint

Equal to or greater than 600(24) pipe: 24m (80') spacing or midpoint
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STA. TO STA.

FED. ROAD DIST. NO. 11LL1N015| FED. AID PROJECT

NCTES FOR COLLARS:

1. Matericls and coatings for ali coliars shall be The
same ds that seolTied for tThe pipe.

2. Collars sbr be shop Tabricated, assembled and
marked by painting to identify maiching halt
sctions of each colar,

o

[ON]

The laps between the half sections and befween The
nine and connecTing bands shall be caulked with
fiberizecd asphat mastic at the time of installation,

o

4. Al tank lugs, rods, and nuts shall be galvanized

steel. Where cluminum coliars are used, The rods
and lugs be separated from the aluminum bands.
By at le +two (2) layers of 50(2) wide plastic tape

with o total thickness of 24 mils or more.

5, The collars sholl be welded to the connecting bands
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as shown or +the drawings, all welds shaoll be treated
as specificd for class I, 1I, and IiI welds, miscellaneous.
(Refer To AWS Standard Specifications)

Bornds shal be fabricated from material having the
e class of corrugations as the pipe to which it

o be attached.

7. Lpper half of sheet
1506) min, earth cover.

may be cut shorter to provide

SEEPAGE COLLAR DIMENSION TABLE

PIPE NOMINAL Fé?ﬁéﬁgéﬁzs
DIAMETER COLLAR
SIZE WWIDTH) HHEIGHT)
30002)
37505, 45008) | Z-AMXLEM aiaam, 966(38)
525(21), 600(24)
675(27) 2.4mx2.m 2.44m Li2m
750(30) (®'x7") (8'-0 ") (3-8
900(36), 1050(42)|  3.0mx2.im 3.05m Li2m
1200(48) (10’71 (10’-0" (3-8

Collar dimensions shown may be increased
to aliow fabrication from standard

size sheets,

All dimensions are in milimeters
(inches) unless otherwise noted.

ILLINOIS DEPARTMENT OF TRANSPORTATION

DISTRICT CADD STANDARD

DATE REVISIONS BY

T-1-97] RENUM. J-10,02, NEW REVISION BOX, T.P. D E T A I I_ S O F
EE?ESSED TITLE BOX, REVISED DESIGNER S E E |:> A G E C O L L A R S
FOR BURIED PIPES

CADD STD. NO. 601401-04
SCALE: NOT DRAWN TO SCALE
DATE $$DATESS

DRAWN BY CADD
CHECKED BY

+DEN-OMLY *

601401-D4




